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SYRUS ANALOG EXPANDER

This accessory provides the SYRUS GPS tracking device with extra analog inputs
that can be used in the same way the built-in Analog Input is used.

Up to 8 single analog inputs

=T
Up to 4 differential analog AL EXPAIDE PI. 7008

(i

SN:AXP1904 - 00001

inputs or combined as needed

Use 4 inputs as 2 differential
analogs & the remaining 4

as single analog inputs

77 liters

1

PEGASUS CONFIGURATION

COMMANDS

Enable Analog Expander Query FW Upgrade Status
>SXAWA00000100< >QXAWGF21<

Query Analog Expander Version Reset Analog Expander
>QXAWGV21< >SXAWGR21<

Query Device Parameters Syrus Extended Tag @
>0XAWGP21< ;AW

Analog Exp. FW Upgrade
>SXAWGF21aex 2.0.0<

* For more information on the latest stable firmware versions, please
visit our support website at support.digitalcomtech.com

7008

Analog multi-sensor

integration

Fully integrated with
Pegasus Gateway APIs

Water-proof &
dust-proof casing

AVAILABLE ON

Gateway

USE CASES

Fuel level sensors Temperature sensors
Proximity sensors Pressure sensors
\@r
Weight sensors Light intensity sensors

www.digitalcomtech.com
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WIRING DIAGRAM & INSTALLATION
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WIRING CONNECTION
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PINOUT

WIRE COLOR DESCRIPTION
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SYRUS ANALOG
EXPANDER

VOLTAGE MODE

10F4
DIFFERENTIAL
ANALOG INPUTS

\_/

20F4
DIFFERENTIAL
ANALOG INPUTS

)

==
AUALOS EPANDERPA: 7008

SKAIP1S04-00001

- 30F4
DIFFERENTIAL
ANALOG INPUTS

/ N\

40F 4
DIFFERENTIAL
ANALOG INPUTS

HF_

SINGLE DIFFERENTIAL

VOLTAGE MODE

*RESERVED FOR FUTURE USE

ELECTRICAL SPECIFICATIONS

Power Voltage Input Range 9vDC - 32VDC
5mA @12V
Over voltages

Current Consumption
Protections

Short circuits

Reverse polarity

ANALOG INPUTS

0v-28V
ov-28v
185 KOhm
+/-50mV for input voltages from 0V - 12V
+/-100mV for input voltages from 12V - 20V
+/-200mV for input voltages from 20V - 24V

Operation range in single mode
Operation range in differential mode
Input Impedance

Precision

B RED MAIN POWER: 9V - 32V
B BLACK ELECTRICAL GROUND
\N WHITE/RED 1-WIRE BUS
B LIGHT GREEN RS232 RECEIVE DATA*
LIGHT YELLOW RS232 TRANSMIT DATA*
ANALOG INPUT 1 SINGLE INPUT 1
Bl BROWN B FFERENTIAL INPUT 1
B ORANGE ANALOG INPUT 2 SINGLE INPUT 2 =
YELLOW ANALOG INPUT 3 SINGLE INPUT 3 I EERENTIAL INPUT 2
GREEN ANALOG INPUT 4 SINGLE INPUT 4
B BLUE ANALOG INPUT 5 SINGLE INPUT 5 B ErERENTIAL INPUT 3
Bl PURPLE ANALOG INPUT 6 SINGLE INPUT 6 =
Il GRAY ANALOG INPUT 7 SINGLE INPUT 7 [ | DIFEERENTIAL INPUT 4
[] WHITE ANALOG INPUT 8 SINGLE INPUT 8 ]

OTHER SPECIFICATIONS
aterna Viz Sjrus Firmware Plugins @

DEVICE DIMENSIONS

5.3x3.3x1lcm (LxWxH)

Compatible with other platforms

www.digitalcomtech.com




